
 

    

 

 

 

 

 

PRODUCT DESCRIPTION: 

control wires and control cable used in power transmission applications are built to sustain 

damage and environmental impacts whereas the cables used as signal transmission sy cable, yy 

cable, cy cable are built to shield the multi-stranded wire, solid core cable, UTP wire, stranded 

cable from outside signal inference. 

 

 

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS: 

 

 

Cores 2Core, 3Core, 4Core, 6Core, 8Core, 10Core, 12Core 

Conductor Bare Copper 

Wire Type Stranded 

Construction 16×0.20mm 

Insulation PVC 

Cores Identification Colored 

Cabling Conductors Cabled in Concentric layers 

Filler (If necessary) Flexible filler 

Jacket PVC 

Operating Voltage 250V 

Voltage Rating 450/750V 

Working Temperature under 70℃ 

 

Hangzhou Lin'an Wanlong Cable Co., Ltd 

317 Jintian Road, Lin'an, Hangzhou, China 311300 

Mob:+86-13968032911  Tel:+86-571-61078177 

Fax:+86-571-61078123 

Website: www.wanlongcable.cn 

E-mail: wanlongcable@hotmail.com wanlongcable2@outlook.com 

Control Cable 

Conductor with insulation 

 

Outer sheath 

 

Al foil shield 

 

Braiding 

 

Drain wire 
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